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 TECHNICAL DATA:

 
Type: Balanced blend of solvents and detergent

 
Pack Size  1L & 5L

    

DEGREASER

NATAL ASSOCIATED CHEMICALS (PTY) LTD DEGREASER TECHNICAL DATA SHEET TDG

TECHNICAL 
DATA SHEET

A general purpose degreaser for removing oil, wax and grease from floors, 
engines, wall areas, drains and galvanised steel.

No mess - Washes easily under the tap.  Saves money - small amount 
required to clean perfectly.  Keeps brushes and rollers clean and soft.  
Saves time and money as only one cleaning required as compared to 
conventional solvents.  Restores hardened brushes.

WET BRUSHES: Pour a small quantity of the cleaner into a suitable 
container.  Work bristles well into the cleaner then rinse under the tap until 
clean.  WET ROLLERS: Pour a little cleaner into a paint tray and work the 
roller well into the cleaner.  Squeeze out excess cleaner and wash under 
tap until clean.  HARDENED BRUSH/ROLLER: Immerse in cleaner for up 
to 14 days.  When soft remove solid particles and wash in water.  
GENERAL: Spray or brush cleaner on surface, then immediately hose down 
with water until all whiteness/turgidity ceases.  WALLS, CUPBOARDS, 
FURNITURE, WINDOWS: Moisten a cloth with the cleaner and wipe surfaces 
thoroughly.  Follow with a clean water rinse.  Use sugar soap and water for 
surfaces painted with PVA based paints.  DIFFICULT OBJECTS. e.g. Bolts, 
Pipes: Soak/dip the objects into the cleaner then rinse under the tap.  
FABRICS: Wet soiled area with the cleaner then rinse with water.  For 
coloured fabrics test a “hidden” area first to check for colour fastness. 

Do not leave for too long on rubber/plastic articles as softening may 
occur.  Use PVC gloves and wash off any splashes to skin immediately 
with water.  Wear eye protection.  Should cleaner get into eyes, wash 
with copious amounts of clean water and seek medical advice if 
necessary.  

Flashpoint: 23°C

Health and Safety: Refer to Material Safety Data Sheet
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